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1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO EXISTING SIGNS ng sToPERC
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS o T 5 g 28 ALT
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. 19.20 21 2.3 2 26 2 =
2. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE Baltimore Street Pust srion .
SHA ENGINEER. % NOTE :
7 = PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL ONLY S PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. NOTUCKS e CHT-0F - ‘
(NGTE: SHA FORCES SHALL RETROFIT CONTROLLER EQUIPMENT QB \ s SHA RIGHT-OF-WAY LINE
TO OPERATE VIDEO DETECTION EQUIPMENT).
B. USE EXISTING CONDUIT.
C. USE EXISTING HANDHOLE.
: 8-15
D. USE EXISTING STRAIN POLE AND INSTALL VIDED DETECTION CAMERAS “ A NG BA368AS3/CS3
MOUNTED WITHIN 3 FT. OF TOP OF STRAIN POLE AS SHOWN. MID 151; MD 157 @ Kane Street
E. USE EXISTING STRAIN POLE AND INSTALL VIDEO DETECTION CAMERA /}
MOUNTED WITHIN 3 FT. OF TOP OF STRAIN POLE AS SHOWN. L
STATE OF MARYLAND
F. REMOVE EXISTING HANDHOLE AND RE—-INSTALL IN-KIND ROTATING // SPECIAL NOTE: DEPARTMENT OF TRANSPORTATION
HANDHOLE 90 DEGREES TO ROADWAY ON TOP OF EXISTING CONDUIT - STATE HIGHWAY ADMINISTRATION
HEADING NORTH/SOUTH LEAVING 6 IN. PROTRUDING INTO HANDHOLE. INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
TRAVEL WAY FOR INSTALLATION OF NON-INVASIVE PROBES. OFFICE OF TRAFFIC & SAFETY
G. INSTALL HANDHOLE. EXTEND CDNBLLJéT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN. - TRAFFIC ENGINEERING DESIGN DIVISION
H. INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 1,000 FT. INTO HANDHOLE . MD 151 (NORTH POINT BOULEVARD) AT BALTIMORE STREET
LEAD-IN IN PROPOSED 3 IN. CONDUIT (IN THRU LANES ONLY). BALTIMORE: MARYLAND
J. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.
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